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MGF are comitted to improving site safety in and around excavations through innovation. The “Shore-Safe” 
range of excavation safety systems bear testament to this commitment and are available for use with the 
complete range of MGF excavation support systems. 
 
These systems are manufactured by MGF to meet the requirements of the Work at Height Regulations 2005, 
the Provision and Use of Work Equipment Regulations (PUWER) 1998 and BS EN 13374 (2004) Temporary 
Edge Protection Systems. 
 
 
MPL1 Pipe Lifter
The MGF MPL1 Pipe Lifter has been designed solely to allow an excavator to pick up and lay down DN300 
– DN1200 concrete pipes without the need for an operative to contact either the pipe or the Pipe Lifter. There 
are 4 different bolted head plates that allow the Pipe Lifter to be used with a wide range of excavator quick 
couplers.
The MPL1 Pipe Lifter is CE marked in accordance with the Machinery Directive 2006/42/EC.

Product Notes

1. Please read MGF Pipe Lifter User Manual and Safe System of Work Guide before use.
2. Ensure that a valid LOLER test certificate is available to site prior to use.
3. The MPL1 Pipe Lifter must only be used for lifting and laying concrete pipes.
4. Always ensure that the operation has been risk assessed.
5. Ensure all personnel are stood well clear and turned to face the operation.
6. During operations always ensure that should the pipe rotate, slip or slide in the clamp that no personnel can 

come into contact with the pipe.
7. Ensure correct bolted head plate is fitted and bolts are fully tightened (recommended minimum torque 

300Nm).
8. The Pipe Lifter should be off-loaded and stored in the Safety Carry Frame.
9. Customers are to ensure that a suitable lifting plan is in place prior to commencing work and that any plant 

being used is appropriate for the intended operation. Never lift over personnel.
10. The clamping plate has two available settings, an upper hole for clamping DN300 - DN450 diameter pipes 

and a lower hole for use with DN525 – DN 1200mm diameter pipes. 
11. Insert the full length of the lifting arm into the collared end of the concrete pipe. Ensure that the pipe surfaces 

in contact with the clamp are free from any lubricants or dirt.
12. The excavator operator must have a clear view of the MPL1 Pipe Lifter at all stages of the operation.
13. The pipe may now be lifted and transferred to a suitable storage location or placed into the prepared trench.
14. Depending on the weight of pipe, depth of installation and lifting 

capacity of site plant, the pipe may be tilted up to 30 
degrees from horizontal and manoeuvred between 
struts on the trench support system.

15. The Pipe Lifter can also be used to push 
the pipe into position.

16. When the pipe is in its final position 
and the ground has taken the 
full weight of the pipe, the 
Pipe Lifter should be slowly 
lowered to release the 
clamp plate after which 
the Pipelifter can 
be carefully 
retracted.

17. The excavator 
should never 
be left whilst 
a pipe is 
suspended 
in the MPL1 
Pipe Lifter.
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Full Safe System of Work guidance for MGFs MPL1 Pipe Lifter  
is available on the MGF website

www.mgf.ltd.uk/download-centre/safe-systems-work-guides/

MGF Pipe Lifter 
Bolted Head 

Pin Size
Geith Quick 

Coupler
Miller Quick 

Coupler Hill TEFRA Quick Coupler

65mm QC65H, QH65M Range 4 Tefra 13t
80mm QC80H, QH80M Range 5, Range 6 Tefra 16t, Tefra 21t, Tefra 25t
90mm QC90H, QH90M Range 7, Range 8 Tefra 30t

100mm QC100H Range 8, Range 9 Tefra 35t

MPL1 Pipe Lifter Bolted Head - Quick Coupler Compatibility

Pipe Lifter SWL 3700kg
Allowable concrete pipe sizes DN300-DN1200, Max Length = 2625mm

Pipe Lifter Weight 680kg
Bolted Head Weight 220kg max.
Safety Carry Frame 200kg

Max. tilt when carrying pipes 30°
Bolted head - bolting details M20 x 100 bolts and nuts

For other quick coupler manufacturers please contact MGF for further details


